








DESCRIPTION

DuraFix Platinum )

DuraFix Platinum has a unigue adhesive formulation since it is multipurpose,
polymer modified, and highly flexible adhesive designed for installation of large

format tiles on a variety of substrates.

ADVANTAGES AND FEATURES

RECOMMENDED APPLICATIONS OF DURAFIX
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Slip resistance for vertical tile fixing
Great work ability for faster application
Maximum adhesion and flexibility
High-quality polymer blend
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DuraFix Platinum is the perfect solution for any installation project.
With its high strength, non-slip formula, and fast-setting properties,
our adhesive will ensure a successful and long-lasting installation.

DuraFix is the recommended adhesive for fixing large format tiles and
stones even on difficult substrates and less porous tiles. DuraFix provides very good
adhesion of tiles or stone cladding to plastered surface, precast walls, plyboard, AAC blocks and brickwork.

DuraFix is applicable for internal and external flooring as well as on elevated surfaces.
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HOW TO USE

1.Pour water in a plastic pail & add Durafix Heavy- Duty bag. Mix 2-3 minutes to attain a smooth, lump-free

& pasty consistency mix. Let the mixture rest for 15 minutes. Mix again briefly before use.

(NEVER mix old batch with new batch.)

2.Apply Durafix with a notched trowel combing in a straight manner. For large format tiles

or tiles with a smooth back surface, apply a scratch coat at the back of the tile & let dry before using the double
spreading adhesive method. (Dampen concrete surface before adhesive application.)

3.Install tiles within 20 minutes mortar open time. Use tile spacers for proper alignment.

Position and adjust tiles within 15 minutes. (Foot traffic after 24 hours)

TIPS &TIPS

Do random checks if the back of the tiles are fully covered with tile adhesive.

Check if tile adhesive mortar still adheres to your finger to find out if the open time has not lapsed. If open time has
lapsed, remove old tile adhesive layer and reapply a new one to avoid bonding failure. NEVER add newly prepared
tile adhesive to a previously mixed batch. Use tile spacers for uniform grout lines. A tile joint width is needed to
accommodate possible tile movement due to thermal deformation, substrate shrinkage or tile expansion, thus
preventing the tile from cracking.

COLORS: GREY PACKAGING: 20KG

CLEANING / SAFETY / STORAGE / SHELF LIFE

Use clean water to remove excess tile adhesive on tile surface and tools before it hardens. Non-toxic. Do not
inhale or ingest. As with any cementitious material, avoid eye exposure and prolonged skin contact. In case of
irritation, rinse with sufficient water. If symptoms persist, consult your doctor. Store in a cool dry place. In its
original unopened packaging, this will remain usable for aperiod of one year from dateXof¥manufacture.



